
ACME RACK is a live production powerhouse built for in-place studio environments or mobile 
on-the-go production rigs. With 4x 3G HD-SDI inputs (powered by award-winning AJA 
technology) and 1x 4K HDMI (ideal for region of interest pulls), professional live production is 
in reach of everyone. It is compatible with Telestream Wirecast, vMix HD, vMix Pro and 
LiveStudio - our new so�ware - to provide producers with the ideal environment based on 
their needs.

Designed for maximum space e�iciency, the ACME RACK is built into an ultra-short depth 2U 
rackmount configuration. At just over 16" deep, you won't need a huge transport rack case to 
house a unit for your OB truck or vehicle.
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Video Input 4x HD-SDI video inputs with embedded audio

CPU

RAM

Storage

16GB DDR4 Memory

250GB M.2 SSD System Drive

Graphics Card

Intel Core i7-7700K, 4.2GHz, 91W

GTX 1050 Ti 4GB

Dimensions 19.0” x 3.50” x 16.94”

Specs subject to change. Customizations available through sales rep.

Video Output Up to 2x 3G/HD/SD-SDI video outputs,
1x HDMI, 1x DisplayPort, 1x DVI-D

Model ACME RACK 4 ACME RACK 4/4K

4x HD-SDI video inputs with embedded audio
1x 4K HDMI video input with embedded audio and 

supported video resolutions up to 4096 x 2160 pixels
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Acme Portable Machines, Inc.
Contact us to request a quote today!

Video Broadcast Systems / Live Streaming Solutions


